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DURASPIN
COLLATED SCREW SYSTEMS
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DURASPIN® screw systems help you get the job 
done up to three times faster than bulk 
screwdrivers and loose screws. 

We have done several improvements requested by contractors, such 
as a detachable feeder, state-of-the-art brushless motors for our 
integrated designs and selectable speed 2500-1600 RPM for high-
torque tool models. New 3.0Ah high Output battery provides a longer 
service life, cordless freedom and is ALSO fully compatible with SENCO 
FUSION tool range. 

PRODUCTIVITY
REDEFINED

FASTER
STRONGER

MORE PRECISE
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DS525 25-55mm 
5000rpm

C
O

R
D

LE
SS

● ● ● ● ●

DS522 25-55mm
1600/2500rpm

● ● ● ● ● ● ● ● ●

DS722 25-75mm 
1600/2500rpm

● ● ● ● ● ● ● ● ●

DS545-AC 25-55mm
5000rpm

C
O

R
D

E
D

● ● ● ● ●

DS742-AC 25-75mm 
2500rpm

● ● ● ● ● ● ● ● ●

DS55* 25-55mm

A
TT

A
C

H
M

E
N

TS

● ● ● ● ●

*Compatible with 
DeWalt DW268. DCF620, 
Makita DFS452, FS2300, 

FS2500, FS4300, FS6300.

BENEFITS OF SCREWING WITH
DURASPIN

INCREASED EFFICIENCY
DuraSpin allows for faster and more effi cient 
work as it eliminates the need to manually load 
individual screws. The collated screws are fed 
automatically, reducing the time and effort 
needed to complete a task.

IMPROVED ACCURACY
The use of DuraSpin with collated screws 
ensures a more accurate and consistent screw 
placement. This is because the collated screws 
are precisely aligned, preventing misalignment 
or crooked screw insertion, which can be time-
consuming to fi x.

ERGONOMIC DESIGN
DuraSpin is designed with ergonomics in mind, 
ensuring that the tool is comfortable to use 
for extended periods. This feature is especially 
important for professionals who use these tools 
on a daily basis.

VERSATILITY
DuraSpin can be used for a variety of 
applications, including in the construction 
industry, carpentry, and woodworking.

COST-EFFECTIVE
While DuraSpin and collated screws may seem 
like a more signifi cant investment compared to 
manual screwdrivers, they will be cost-effective 
in the long run. Their increased effi ciency and 
accuracy reduce the time spent on a task, which 
ultimately saves money in labor costs. 

THE RIGHT 
TOOL FOR 
THE JOB
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NEW DURASPIN FEATURES
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Pull strip through the feed system until the no.1 screw(-
blue) is in line with the tool.

Pull the trigger and push tool against substrate, this 
will compress the front part of the tool, continue to 
push until screw drive is complete.

START DRIVE

3 4

5

The way DuraSpin works is relatively straightforward. First, collated 
screws are loaded into the screwdriver's magazine. Each Senco strip 
holds 50 screws, which are precisely aligned and ready to be fed into 
the tool.

When the operator presses the trigger, the tool's 
motor drives the screw forward, engaging it with 
the material being worked on. As the screw is 
driven in, the magazine advances, and another 
screw is loaded into the chamber, ready for the 
next fastening task.

This automatic feeding process eliminates 
the need for the operator to manually load 
individual screws, dramatically reducing the 
time it takes to complete a task. Additionally, 
the collated screws ensure accuracy and 
consistency, reducing the risk of misalignment 
or crooked screw placement

HOW DURASPIN TECHNOLOGY WORKS

DURASPIN
THE ULTIMATE TIME 
SAVING TOOL

Feed On Return
Tool is pulled back from the substrate, front part of the 
tool will extend back out and begin to pull screw 2(yellow) 
into position.

Front of tool has fully extended and screw 2(yellow) is 
in the start position to begin the process again.

Driver bit has reached full extension and disengaged 
rotational drive of screw 1(blue).

DRIVE COMPLETED MID FEED

END FEED
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THE DIFFERENCE IS IN THE DETAIL

5   CORNER-FIT FEED SYSTEM
 Improved line of sight and better corner access

6   ADJUSTABLE DEPTH-OF-DRIVE WITH 
DEPTH LOCK
For consistent fl ush drive or countersink (knob is on 

the reverse side, not shown)

7   EXTENDED LIFE 3.0AH LI-ION BATTERY
Uses latest cell technology for increased power and 

capacity

8   QUICK SLIDE BIT RELEASE
Easily insert or remove bits

9   25-75MM TOOL FREE ADJUSTABLE 
NOSE PIECE
Single nosepiece for wood and drywall applications 

with easy to read length markings

10   QUICK TOGGLE REVERSE SWITCH
Easily switch between forward and reverse

11   VARIABLE SPEED TRIGGER
Change RPMs for self-tapping screws into steel

12   PATENTED SCREW GUIDE
Prevents screw binding for consistent feeding

1  FEED ON RETURN
Screws are in place before you drive for faster and 

more consistent performance

2   REMOVABLE FEED SYSTEM
  Detachable feed system for easier reversing

3  HIGH TORQUE BRUSHLESS MOTOR
  Provides increased performance and battery life 

with reduced size

4  SPEED SELECTION BUTTON
 (1600-2500 RPM)

Quickly decrease the maximum speed for heavy 

steel applications
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DURASPIN CORDLESS

FEATURES
• Selectable 2500/1600 RPM high torque brushless 

motor

• Patent pending corner-fi t system

• Tool-free screw length adjustment

• Precise depth-of-drive adjustment with depth lock

DS525-18V
HIGH SPEED 55MM

DS522-18V
HEAVY DUTY 55MM

APPLICATION
Drywall to wood/Lt.Steel, decking to soft wood, 

cement/fi bre enforced boards, underlayment, rigid 

foam insulations, decking, drywall to wood or steel, 

metal framing, Sheating to wood or steel

FEATURES
• 5000 RPM high speed brushless motor

• Patent pending corner-fi t system

• Tool-free screw length adjustment

• Precise depth-of-drive adjustment with depth lock

APPLICATION
Drywall to wood/Lt.Steel, decking to soft wood, 

cement/fi bre enforced boards, underlayment, rigid 

foam insulations

DS722-18V
HEAVY DUTY 75MM

FEATURES
• Selectable 2500/1600 RPM high torque brushless 

motor

• Precise depth-of-drive adjustment with depth lock

• Patent pending corner-fi t system

• Drives up to 75mm screws

• Tool-free screw length adjustment

APPLICATION
Drywall to wood/Lt.Steel, decking to soft wood, 

cement/fi bre enforced boards, underlayment, rigid 

foam insulations, decking, drywall to wood or steel, 

metal framing, Sheating to wood or steel

DURASPIN 
MEANS
PRECISION AND 
SPEED AT YOUR 
FINGERTIPS

TECHNICAL SPECIFICATIONS

DS522-18V DS525-18V

Weight 2.48 kg 2.48 kg

Magazine capacity 50 pieces 50 pieces

Number of batteries in kit 2 pieces 2 pieces

Shots per charge 2000 2000

Battery 18 V 3 Ah Li-Ion 18 V 3 Ah Li-Ion

Rotations per minute (RPM) 1600-2500 RPM 5000 RPM

NON TECHNICAL SPECIFICATIONS

Warranty 5 years 5 years

Art. Nr. 10B2001N 10A2001N

FASTENER SPECIFICATION

Fastener length 25-55 mm 25-55 mm

Screw diameter 3.5-5.5 mm 3.5-5.5 mm

PRODUCT REFERENCE CHART

TECHNICAL SPECIFICATIONS

DS722-18V

Weight 2.7 kg

Magazine capacity 50 pieces

Number of batteries in kit 2 pieces

Shots per charge 2000

Battery 18 V 3 Ah Li-Ion

Rotations per minute (RPM) 1600-2500 RPM

NON TECHNICAL SPECIFICATIONS

Warranty 5 years

Art. Nr. 10C2001N

FASTENER SPECIFICATION

Fastener length 25-75 mm

Screw diameter 3.5-5.5 mm

PRODUCT REFERENCE CHART
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DS545-AC
HIGH SPEED MACHINE

DS742-AC
MULTI PURPOSE MACHINE

TECHNICAL SPECIFICATIONS

DS742-AC DS545-AC

Weight 2.7 kg 2.51 kg

Magazine capacity 50 pieces 50 pieces

Frequency 50 Hz 50 Hz

Voltage (ac) 230 V & 110 V 230 V

Rotations per minute (RPM) 2500 RPM 5000 RPM

NON TECHNICAL SPECIFICATIONS

Warranty 5 Years 5 Years

Art. Nr. 7F2001N 10D2001N

FASTENER SPECIFICATION

Fastener length 25-75 mm 25-55 mm

Screw diameter 3.5-5.5 mm 3.5-5.5 mm

PRODUCT REFERENCE CHART

FEATURES
• 5000 RPM high speed motor

• Patent pending corner-fi t system

• Tool-free screw length adjustment

• Precise depth-of-drive adjustment with depth lock

APPLICATION
Drywall to wood/Lt.Steel, decking to soft wood, 

cement/fi bre enforced boards, underlayment, rigid 

foam insulations

FEATURES
• 2500 RPM high torque motor

• Patent pending corner-fi t system

• Patented sliding screw guide

• Tool-free screw length adjustment

• Precise depth-of-drive adjustment with depth lock

APPLICATION
Drywall to wood/Lt.Steel, decking to soft wood, 

cement/fi bre enforced boards, underlayment, rigid 

foam insulations, decking, drywall to wood or steel, 

metal framing, Sheating to wood or steel

DURASPIN CORDED
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DS5525-AC
DS5550-AC
DS7525-AC

FEATURES
• Adjustable depth-of-drive with depth lock

• Detachable feed system for easier reversing

• Tool free adjustable nose-piece

• Corner-fi t feed system

• Feed on return

DS55
55MM AUTO-FEED SCREWDRIVER ATTACHMENT

APPLICATION
Depending of the tool speed (RPM) in combination 

with your screw type this attachment can be used for 

different applications like; Drywall (to wood or steel 

studs), Cement board, Underlayment, Sheating to 

steel, Metal framing, Structural steel decking, Rigid 

foam insulation.

DURASPIN ATTACHMENTS

1   CORNER-FIT FEED SYSTEM
Improved line of sight and better corner access

2   FEED ON RETURN
Screws are in place before you drive for faster and 

more consistent performance

3   REMOVABLE FEED SYSTEM
Detachable feed system for easier reversing

4  25-55MM TOOL FREE
 ADJUSTABLE NOSE PIECE

Single nosepiece for wood and drywall applications,   

 with easy-to-read length markings

5   ADJUSTABLE DEPTH-OF-DRIVE WITH 
DEPTH LOCK
For consistent fl ush drive or countersink (knob is on 

reverse side of attachment, not shown)

6   METAL FRAME
For unmatched durability

7   SCREW GUIDE
Prevents screw binding ensuring consistent feeding

UPGRADE TO A 
PROFESSIONAL SOLUTION

1

2

3

4

5

6

7

Adjustable depth-of-drive with depth lock

Detachable feed system for easier reversing

55MM AUTO-FEED SCREWDRIVER ATTACHMENT

TECHNICAL SPECIFICATIONS

DS55-M1 DS55-D1 DS55-D2
For Makita models
(corded & cordless)

For DeWalt models 
(corded)

For DeWalt models
 (cordless)

FS2300, FS2500, FS4300, 
FS6300, DFS452 DW268 , DW269, DW275 DCF620

Weight 0.59 kg 0.59 kg 0.59 kg

NON TECHNICAL SPECIFICATIONS

Warranty 1 year 1 year 1 year

Art. Nr. 9Z2021N 9Z2011N 9Z2012N

FASTENER SPECIFICATION

Fastener length 25-55 mm 25-55 mm 25-55 mm

Screw diameter 3.5-5.5 mm 3.5-5.5 mm 3.5-5.5 mm

PRODUCT REFERENCE CHART
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A CLOSER LOOK

DURASPIN ACCESSORIES

BATTERY  CHARGER

VB0194 EU plug: VB0192

Bits Fit DS525
DS522 DS722 DS55

PH2 EA0326B* EA0400B* EA0329B

PZ2 EA0335B

SQ2 EA0327B* EA0401B* EA0330B

REX EA0402B EA0331B

TX20 EA0336B EA0404B EA0336B

SD EA0333B EA0403B EA0334B

  * included in DuraSpin box

BITS
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Wood

Drywall

Wood

Drywall

Light
Steel

Light
Steel

High Density Drywall

Light
Steel

Drywall

Drywall

Heavy
Steel

Light
Steel

Gypsum

Wood

Light
Steel

Hard Fiber Board

Wood

Wood

Underlayment

Wood Joist

Decking

Wood Joist

Heavy
Steel

Wood

Heavy
Steel

Metal Sheet

Wood

Fiberglass BoardFiberglass BoardFiberglass Board

Art Nr Diameter Length Recess Point Material Qty/unit

DRYWALL TO WOOD

39A30MP 3.9 30 PH2 Sharp Phosphate 1000

39A35MP(N) 3.9 35 PH2 Sharp Phosphate 1000 (4000)

39A45MP(N) 3.9 45 PH2 Sharp Phosphate 1000 (4000)

39A55MP(N) 3.9 55 PH2 Sharp Phosphate 1000 (4000)

39A30MC(N) 3.9 30 PH2 Sharp Clear Zinc 1000 (4000)

39A32MC(N) 3.9 32 PH2 Sharp Clear Zinc 1000 (4000)

39A35MC(N) 3.9 35 PH2 Sharp Clear Zinc 1000 (4000)

39A42MC(N) 3.9 42 PH2 Sharp Clear Zinc 1000 (4000)

39A55MC(N) 3.9 55 PH2 Sharp Clear Zinc 1000 (4000)

DRYWALL TO WOOD OR LIGHT STEEL

39S35MP 3.9 35 PH2 Sharp Phosphate 1000

39S41MP 3.9 41 PH2 Sharp Phosphate 1000

39S32MC(N) 3.9 32 PH2 Sharp Clear Zinc 1000 (4000)

39S42MC(N) 3.9 42 PH2 Sharp Clear Zinc 1000 (4000)

39S55MC 3.9 55 PH2 Sharp Clear Zinc 1000

39S30MW 3.9 30 PH2 Sharp Weatherex 1000

HD DRYWALL TO LIGHT STEEL

39T30MC 3.9 30 PH2 Sharp Clear Zinc 1000

39T40MC 3.9 40 PH2 Sharp Clear Zinc 1000

39TB25MP 3.9 25 PH2 Sharp Phosphate 1000

39TB38MP 3.9 38 PH2 Sharp Phosphate 1000

39TB45MP 3.9 45 PH2 Sharp Phosphate 1000

DRYWALL TO LIGHT STEEL

35B25MP(N) 3.5 25 PH2 Sharp Phosphate 1000 (4000)

35B35MP(N) 3.5 35 PH2 Sharp Phosphate 1000 (4000)

39B25MP(N) 3.9 25 PH2 Sharp Phosphate 1000 (4000)

39B35MP(N) 3.9 35 PH2 Sharp Phosphate 1000 (4000)

39B45MP(N) 3.9 45 PH2 Sharp Phosphate 1000 (4000)

DRYWALL TO STEEL

35Q35MP 3.5 35 PH2 Drill Phosphate 1000

35Q55MP 3.5 55 PH2 Drill Phosphate 1000

35Q25MC 3.5 25 PH2 Drill Clear Zinc 1000

35Q40MCM(N) 3.5 40 PH2 Drill Clear Zinc 1000 (4000)

GYPSUM FIBRE BOARD TO LIGHT STEEL

39J25MP 3.9 25 PH2 Sharp Phosphate 1000

39J30MP(N) 3.9 30 PH2 Sharp Phosphate 1000 (4000)

39J45MP 3.9 45 PH2 Sharp Phosphate 1000

Art Nr Diameter Length Recess Point Material Qty/unit

HARD FIBRE BOARD TO WOOD OR LIGHT STEEL

39JS30MC 3.9 30 PH2 Sharp Clear Zinc 1000

39U30MC(N) 3.9 30 PH2 Sharp Clear Zinc 1000 (4000)

39U40MC(N) 3.9 40 PH2 Sharp Clear Zinc 1000 (4000)

39U50MC(N) 3.9 50 PH2 Sharp Clear Zinc 1000 (4000)

FIBREGLASS BOARD TO WOOD

39JK25MP 3.9 25 PH2 Sharp with wings Phosphate 1000

39JK38MP 3.9 38 PH2 Sharp with wings Phosphate 1000

39JK45MP 3.9 45 PH2 Sharp with wings Phosphate 1000

WOOD TO WOOD

42K25MY 4.2 25 PH2 Type 17 Yellow Zinc 1000

42K35MY 4.2 35 PH2 Type 17 Yellow Zinc 1000

42K40MY 4.2 35 PH2 Type 17 Yellow Zinc 1000

42K45MY 4.2 45 PH2 Type 17 Yellow Zinc 1000

42KS35MY 4.2 35 PH2 Type 17 Yellow Zinc 1000

WOOD TO WOOD - FLOORING (CHIPBOARD)

40H35MC 4.0 35 PH2 Sharp Clear Zinc 1000

40H40MC 4.0 40 PH2 Sharp Clear Zinc 1000

40EA30MY 4.0 30 PZ2 Sharp Yellow zinc 1000

40EA35MY 4.0 35 PZ2 Sharp Yellow zinc 1000

WOOD TO WOOD - FLOORING/DECKING

42W50MY 4.2 50 SQ2 Type 17 Yellow Zinc 1000

42R45MY(N) 4.2 45 PH2 Type 17 Yellow Zinc 1000 (4000)

42R55MY(N) 4.2 55 PH2 Type 17 Yellow Zinc 1000 (4000)

42R55MRB 4.2 55 PH2 Type 17 Brown Ruspert 1000

42R55MS 4.2 55 PH2 Type 17 Stainless steel A2 1000

42RH30MS 4.2 30 SD Type 17 Stainless steel A2 1000

42RH50MY 4.2 50 SD Type 17 Yellow Zinc 1000

42RH55MY 4.2 55 SD Type 17 Yellow Zinc 1000

STEEL TO STEEL (UP TO 3MM)

55WP19MC 5.5 19 PH2 Drill Clear Zinc 1000

55WS19MC 5.5 19 SQ2 Drill Clear Zinc 1000

42OP19MC 4.2 19 SQ2 Drill Clear Zinc 1000

WOOD TO STEEL (UP TO 3MM)

42GS41MC 4.2 41 SQ2 Winged Drill Clear Zinc 1000

42GS65MC 4.2 65 SQ2 Winged Drill Clear Zinc 1000

COLLATED SCREW OVERVIEW
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