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BUILD BETTER DECKS WITH CAMO
ANY DECK BOARD, SUBSTRUCTURE, DESIGN, OR DESIRED FINISH.

CAMO® HELPS YOU BUILD BETTER.

FASTENERS
UNIVERSAL DECK CLIPS & SCREWS BOARD BENDING & LOCKING TOOL

Any fastening method for 
any board.

LEVER®

Lock any board on wood 
or metal joists.

DRIVETM & CLIP DRIVETM TOOLS FOR CAMO EDGE SCREWS

DRIVE TOOLS MARKSMAN®

Stand-up fastening tools for  
Collated Edge and Face Screws 
and CAMO Universal Deck Clips.

Barefoot approved decks with 
CAMO Marksman tools and 

Edge screws.
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4 PROTECH IS OUR PROPRIETARY COATING

EDGE® EDGEX® EDGEXMETAL®

EDGE

COMPOSITE FACE

WOOD FACE

SQUARE

FIND THE
RIGHT
CAMO® 

FASTENER
BY STARTING
WITH YOUR 

BOARDS
GROOVED

PREMIUM DECK
STARTER

EDGE CLIP FACE

UNIVERSAL DECK CLIPS

ProTech is our premium ACQ compatible 
coating

BOARD PROFILE FASTENING METHOD FASTENERS TOOLS

                                                       First Board                90° Patterns          Angled Patterns          Angled Patterns

NEVER-MISS™ Guide
MARKSMAN 

Pro®
MARKSMAN  

Pro® -X1
MARKSMAN

Pro®-NB LEVER®

Included with  
CAMO Clips Edge Clip Face Board width 

133-148 mmm
Board width 

133-146 mmm
Board width 
83-127 mmm

Board Bending  
and Locking

Pressure Treated  
Lumber (Wet)

SQUARE

FACEEDGE CLIP

Collated Edge Screws  •  PROTECH™ or 316 Stainless Steel 

Edge Screws  •  PROTECH™ or 316 Stainless Steel 

Face Screws  •  PROTECH™, 304 Stainless Steel, 316 Stainless Steel

Pressure Treated  
Lumber (KDAT)

SQUARE

FACEEDGE CLIP

Collated Edge Screws  •  PROTECH™ or 316 Stainless Steel  

Edge Screws  •  PROTECH™ or 316 Stainless Steel 

FACEEDGE CLIP

Face Screws • PROTECH™, 304 Stainless Steel, 316 Stainless Steel  

PVC & Composite  
(Uncapped)

GROOVED
FACEEDGE CLIP

STARTER Clips

EDGE Clips

EDGEX Clips

EDGEXMETAL Clips

SQUARE FACEEDGE CLIP

Collated Edge Screws  •  PROTECH™ or 316 Stainless Steel  

Edge Screws  •  PROTECH™, 304 Stainless Steel, 316 Stainless Steel

Composite  
(capped)

GROOVED
FACEEDGE CLIP

STARTER Clips

EDGE Clips

EDGEX Clips

EDGEXMETAL Clips

SQUARE FACEEDGE CLIP

Edge Screws  •  PROTECH™, 304 Stainless Steel, 316 Stainless Steel    

Cedar &  
Redwood

SQUARE

FACEEDGE CLIP

Edge Screws  •  316 Stainless Steel  

Collated Edge Screws  •  316 Stainless Steel  

FACEEDGE CLIP

Face Screws  •  316 Stainless Steel

Hardwood
GROOVED FACEEDGE CLIP

STARTER Clips

EDGE Clips

EDGEX Clips

EDGEXMETAL Clips

SQUARE FACEEDGE CLIP

Edge Screws  •  316 Stainless Steel    

FIND THE
RIGHT
CAMO® 

FASTENER
BY STARTING
WITH YOUR 

BOARDS
GROOVED

SQUARE

EDGE®  EDGEX® EDGEXMETAL®STARTER

UNIVERSAL DECK CLIPS

CLIP FACEEDGE

FOR WOOD JOISTS METAL JOISTS

FACE SCREW
(Hand Drive)

EDGE 
(Collated and Hand Drive)

FACEEDGE CLIP



5USE PRE-DRILL BITUSE THIS TOOL

DRIVE™ClipDRIVE™

BOARD PROFILE FASTENING METHOD FASTENERS TOOLS

                                                       First Board                90° Patterns          Angled Patterns          Angled Patterns

NEVER-MISS™ Guide
MARKSMAN 

Pro®
MARKSMAN  

Pro® -X1
MARKSMAN

Pro®-NB LEVER®

Included with  
CAMO Clips Edge Clip Face Board width 

133-148 mmm
Board width 

133-146 mmm
Board width 
83-127 mmm

Board Bending  
and Locking

Pressure Treated  
Lumber (Wet)

SQUARE

FACEEDGE CLIP

Collated Edge Screws  •  PROTECH™ or 316 Stainless Steel 

Edge Screws  •  PROTECH™ or 316 Stainless Steel 

Face Screws  •  PROTECH™, 304 Stainless Steel, 316 Stainless Steel

Pressure Treated  
Lumber (KDAT)

SQUARE

FACEEDGE CLIP

Collated Edge Screws  •  PROTECH™ or 316 Stainless Steel  

Edge Screws  •  PROTECH™ or 316 Stainless Steel 

FACEEDGE CLIP

Face Screws • PROTECH™, 304 Stainless Steel, 316 Stainless Steel  

PVC & Composite  
(Uncapped)

GROOVED
FACEEDGE CLIP

STARTER Clips

EDGE Clips

EDGEX Clips

EDGEXMETAL Clips

SQUARE FACEEDGE CLIP

Collated Edge Screws  •  PROTECH™ or 316 Stainless Steel  

Edge Screws  •  PROTECH™, 304 Stainless Steel, 316 Stainless Steel

Composite  
(capped)

GROOVED
FACEEDGE CLIP

STARTER Clips

EDGE Clips

EDGEX Clips

EDGEXMETAL Clips

SQUARE FACEEDGE CLIP

Edge Screws  •  PROTECH™, 304 Stainless Steel, 316 Stainless Steel    

Cedar &  
Redwood

SQUARE

FACEEDGE CLIP

Edge Screws  •  316 Stainless Steel  

Collated Edge Screws  •  316 Stainless Steel  

FACEEDGE CLIP

Face Screws  •  316 Stainless Steel

Hardwood
GROOVED FACEEDGE CLIP

STARTER Clips

EDGE Clips

EDGEX Clips

EDGEXMETAL Clips

SQUARE FACEEDGE CLIP

Edge Screws  •  316 Stainless Steel    

DRIVE™

ClipDRIVE™

FASTENER & TOOL SELECTOR
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MARKSMAN SYSTEM

MARKSMAN Tools automatically establish spacing between boards and direct 
CAMO Edge Screws into the edge of the board, leaving a smooth deck surface. 
The edge screws are driven into the cornerof the boards and therefore not 
visible on the front facing side. 

Achieve a fastener-free surface on square decking with 
this easy and affordable hidden fastening system.

TOOLS FASTENERS ACCESSORIES
p. 5 p. 6-7 p. 5

SET: Use the thumb dial 
to adjust the width of the 
MARKSMAN Pro Guide

1

PLACE: Squeeze the Trigger 
Handle of the Pro Guide and 
place it over the deck board.

2

LOAD:  Place the CAMO Edge 
Deck screw into each of the 
Screw Guides.

3

DRIVE: Use the included 
drive bit & start driving the 
Edge Deck Screw, running the 
drill at full speed until the bit 
reaches the Screw Guide. 

4

HOW IT WORKS

MARKSMAN
SEE MORE OF THE

SYSTEM
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MARKSMAN PRO®

• ��For use with deck boards with width 133-148mm

• �Creates 4.8mm spacing between the boards

• �1.6mm and 3.2mm spacers available as 
accessories

MARKSMAN PRO®-X1
• ��For use with deck boards with width 133-146mm

• �Creates 1.6mm spacing between the boards

• �3.2mm and 5.0mm spacers available as 
accessories

ITEM NO DESCRIPTION QTY

345001 CAMO MARKSMAN PRO®   5.0 MM 1

ITEM NO DESCRIPTION QTY

345002 CAMO MARKSMAN PRO®-X1   1.6 MM 1

DRIVE BITS For use with MARKSMAN 
Pro® tools and Edge Screws. Included 
in Edge Screw boxes. 
Item no: 345099, 2 bits/pk

DRIVE BITS For use with 
MARKSMAN Pro® tools and Edge 
Screws to grooved boards & 34mm 
thick deck board. 
Item no: 345089, 2 bits/pk

PRE-DRILL-BITS For use with 
MARKSMAN Pro® tools. Pre-drilling is 
required for capped composite and 
hardwood 
Item no: 345035, 2 bits/pk

MARKSMAN
ACCESSORIES

MARKSMAN PRO®-NB
• ��For use with deck boards with width 83-127mm

• �PRO-NB is available in 3 different tools, with 
1.6mm, 3.2mm and 5.0mm spacers.

ITEM NO DESCRIPTION QTY

345015 CAMO MARKSMAN PRO®-NB  1.6 MM 1

345017 CAMO MARKSMAN PRO®-NB   3.2 MM 1

345016 CAMO MARKSMAN PRO®-NB   5.0 MM 1

SPACERS For use with MARKSMAN 
Pro® tools. Check which space your 
deck board require before installation. 
Item no: 345025, 1.6mm
Item no: 345026, 3.2mm
Item no: 345027, 5.0mm

Driver Bits are engineered specifically 
for use with CAMO Edge Screws and 
MARKSMAN Pro® tools. The built-in 
shoulder sets automatic depth of 
drive for maximum holding power, 
and prevents over-driving the screw. 

MARKSMAN TOOLS & ACCESSORIES

EDGE
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EDGE SCREW

EDGE SCREW HEAD

* Recommendations are calculated on 
deckingboards 28x120mm, c-c 600mm

DECK BOARD SCREW DIMENSION NUMBER SCREWS/M2 C-C DISTANCE

22x95 mm 48mm 58 screws 400 mm

28x95 mm 60mm 40 screws 600 mm

28x120 mm 60mm 32 screws 600 mm

28 x 145 mm 60mm 27 screws 600 mm

34 x 145 mm 75mm 27 screws 600 mm

1750 ct
>55 m2*

700 ct
>22 m2*

200 ct
>6 m2*

ALWAYS FOLLOW THE DECKING SUPPLIER’S RECOMMENDATIONS ABOUT LENGTHS AND MATERIALS.

USAGE TABLE & SCREW LENGTH

a HIDDEN FASTENING - Screws are driven into the corner
of the boards and therefore not visible on the front facing side.

a EASY FASTENING - The T-15 torx gives a good grip and
protects the coating on the screw.

a PULLS MATERIAL TOGETHER - The upper reversed thread
pulls the material together and makes a clean entry hole.

a OPTIMIZED THREAD - The configuration of the thread
gives superior carrying capacity.

a PATENTED CUTTING TIP - The cutting tip cuts the fibres
while screwing, which minimises cracks in the material.
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EDGE SCREWS

ITEM NO DIMENSION QTY DRIVER BIT

345142

60 mm x 4.2 mm

200 1 - T15

345144 700 2 - T15

345139 1750 2 - T15

345174 75 mm x 4.2 mm 700 2 - T15

ITEM NO DIMENSION QTY DRIVE BIT

345742

60 mm x 4.2 mm

200 1 - T15

345744 700 2 - T15

345739 1750 2 - T15

345774 75 mm x 4.2 mm 700 2 - T15

ITEM NO DIMENSION QTY DRIVE BIT

345222S 48 mm x 4.2 mm 200 1 - T15

345242S

60 mm x 4.2 mm

200 1 - T15

345244S 700 2 - T15

345239S 1750 2 - T15

345274S 75 mm x 4.2 mm 700 2 - T15

PROTECH COATED
CORROSIVITY CLASS C4

STAINLESS STEEL A4
AISI 316, CORROSIVITY CLASS C5

STAINLESS STEEL A2
AISI 304, CORROSIVITY CLASS C4

A4
48mm

60mm

75mm

60mm

75mm

C4

A2

60mm

75mm
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Stand up, save your back and knees, and save your time with the award-winning 
CAMO® DRIVE™ tool.

DRIVE™
DECK FASTENING SYSTEM

TOOL FASTENERS ACCESSORIES
(p. 9) (p. 10 & 14-15) (p. 11)

STAND-UP DECK FASTENING SYSTEM

The DRIVE tool can be used to fasten boards with CAMO Collated Edge and Face Screws and CAMO Universal Deck 
Clips while standing up.

DRIVE™
SEE MORE OF
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DRIVE

THREE WAYS TO FASTEN WITH DRIVE

Use the Edge nose piece with CAMO 
Collated Edge Screws  

(p. 10)

EDGE

Use the Clip nose piece with 
CAMO Universal Deck Clips  

(p. 14-16)   

CLIP

Use the Face nose piece with collated 
face fastening screw 

FACE

•	Install deck boards with the cordless stand-up deck 
	 fastening tool that attaches to your drill

•	For use with CAMO Collated Edge Screws, 
	 Collated Face Screws, and CAMO Universal Deck Clips

•	Use DRIVE to fasten square* pressure treated, KDAT, 
	 cedar, redwood, composite, PVC, and grooved deck boards

•	Tool is easy to use, featuring a reversible handle and  
	 quick-change nose pieces

•	Fastening while standing allows for fast installations 
	 that are easy on the body

DRIVE™

BEST OUTDOOR LIVING 
PRODUCT 2019

ITEM NO DESCRIPTION QTY

345060 CAMO DRIVE TOOL 1



12

COLLATED EDGE SCREWS 
• �For use with DRIVE and Edge 

nose piece (orange)

• �60x4.2mm screw secures 26–
38 mm thick pressure treated, 
cedar, redwood, uncapped  
composite, and PVC decking

• �Rake tip augers material 		
out reducing splitting 		
and cracking, trimhead 		
reduces visibility

• �T-15 Star Drive limits 
cam-outs

ITEM NO DESCRIPTION MATERIAL DIMENSION QTY DRIVER BIT

395020S Collated Edge Screws for DRIVE 316 Stainless Steel 60x4.2 mm 1000 2 - T-15

COLLATED EDGE SCREW
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DRIVE SYSTEM ACCESSORIES

Driver bits are engineered specifically for use with the CAMO DRIVE and ClipDRIVE tools. The bits engage quickly 
and easily with the screw heads with reduced cam-outs, and are color-coded with a band for quick identification—
orange and yellow for Edge and Clip fastening, black for Face fastening.

DRIVE SYSTEM ACCESSORIES

T-15 BIT

T-20 BIT

NOSE PIECES

• �For use with CAMO DRIVE for Edge or 
Clip fastening and the CAMO ClipDRIVE

• �160mm long

• �T-15 Star Drive

• �For use with CAMO DRIVE for              
Face fastening

• �160mm long

• �T-20 Star Drive 	

• �Replacement nose pieces for use with 
CAMO DRIVE

• �Edge (orange) for fastening Collated 
Edge Screws

• �Clip (yellow-banded silver) for 
fastening Universal Deck Clips

• �Face (black) for fastening Collated 
Composite and Wood Face Screws

ITEM NO DESCRIPTION QTY

395715 T-15 Bit Replacement 2/pk

ITEM NO DESCRIPTION QTY

395720 T-20 Bit Replacement 2/pk

ITEM NO DESCRIPTION QTY

395801 Replacement Edge Nose Piece 1

395805 Replacement Clip Nose Piece 1

395803 Replacement Face Nose Piece 1
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The Better Way to Fasten CAMO Universal Deck Clips.

CLIPDRIVE
FASTENING TOOL FOR CAMO® UNIVERSAL DECK CLIPS

STAND-UP DECK CLIP FASTENING SYSTEM

Stand tall, target screws easily, and drive clips up to 5X faster with the CAMO ClipDRIVE™, the contractor-grade tool 
designed to give you the best experience fastening grooved decking.

TOOL FASTENERS
(p. 13) (p. 14-15)

SEE MORE OF
CLIPDRIVE
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CLIP DRIVE

FASTEN WITH THE ClipDRIVE

•	�Install grooved decking up to 5X faster

•	ClipDRIVE is engineered for use with CAMO® Universal  
	 Deck Clips on leading grooved decking

•	The streamlined tool attaches to your drill, features  
	 an adjustable handle, and has a weighted nose for easy  
	 screw targeting

•	Ergonomically designed to be the right fit for every  
	 builder, this heavy-duty yet lightweight tool is easy on  
	 the body and reduces fatigue on the job

•	CAMO Universal Deck Clips and the ClipDRIVE are  
	 backed by a CAMO Warranty

ClipDRIVE™

Use CAMO Universal Deck Clips        
(s. 14-15)

CLIP

BUILD YOUR DECK UP TO 5X FASTER
USING CAMO LEVER, CLIPS AND  

ClipDRIVE TOGETHER. 

ITEM NO DESCRIPTION QTY

345065-US CAMO ClipDRIVE TOOL 1
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HIDDEN DECK CLIPS

ITEM NO DESCRIPTION COVERAGE QTY DRIVER BIT

344087 STARTER Clip - For Wood Joists 9m 25 --

CAMO® deck clips make installing grooved decking on 
wood or metal joists easy for everyone. 
These hidden deck clips are designed and warranted for use with leading grooved 
decking and result in a beautiful fastener-free surface that you can install in half the 
time of other hidden fasteners. Fasten EDGE®, EDGEX®, and EDGEXMETAL® Clips by 
hand with the included NEVER-MISS™ Guide or standing up with ClipDRIVE™.

STARTER CLIPS
• �Secure the first and last board to achieve a completely 

fastener-free deck surface on wood joists

• �Designed for use with leading grooved deck boards

• �Screw tip bites into joist quickly

• �Versatile clip can also be used as an L-bracket

CLIP

INSTALLS WITH NEVER–MISS™ 
GUIDE (INCLUDED)

INSTALLS WITH DRIVE OR
CLIPDRIVE™ (OPTIONAL)

DECK CLIPS
HOW TO INSTALL
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EDGE®

EDGEX®

EDGEXMETAL®

•	�90° deck patterns on wood joists

•	One-pass fasteners—clip sits in place on the joist 
	 until you’re ready to fasten

•	Clip creates 4.7mm spacing

•	Gusset holds boards down

•	Fasten with included NEVER-MISS™ Guide or while 
	 standing up with the CAMO ClipDRIVE™ or DRIVE™

•	Any deck pattern on wood joists

•	One-pass fasteners—clip sits in the groove of the 
	 board until you’re ready to fasten

•	Clip body creates 4.7mm spacing	

•	Gusset holds boards down

•	Fasten with included NEVER-MISS™ Guide or while 
	 standing up with the CAMO ClipDRIVE™ or DRIVE™

•	Any deck pattern on 1.2-2.0mm metal joists

•	One-pass fasteners—clip sits in the groove of the 
	 board until you’re ready to fasten	

•	Clip body creates 4.7mm spacing	

•	Gusset holds boards down

•	Fasten with included NEVER-MISS™ Guide or while 
	 standing up with the CAMO ClipDRIVE™ or DRIVE™

NEVER–MISS™
GUIDE

BIT(S)

BIT(S)

BIT(S)

NEVER–MISS™
GUIDE

NEVER–MISS™
GUIDE

ITEM NO DESCRIPTION COVERAGE QTY DRIVER BIT

344354

EDGE Clip - 90° Deck Pattern on Wood 
Joists

5m2 90 1 - T-15

344359 26m2 450 2 - T-15

344356 52m2 900 2 - T-15

ITEM NO DESCRIPTION COVERAGE QTY DRIVER BIT

344554

EDGEX Clip - Any Deck Pattern on Wood 
Joists

5m2 90 1 - T-15

344559 26m2 450 2 - T-15

344556 52m2 900 2 - T-15

ITEM NO DESCRIPTION COVERAGE QTY DRIVER BIT

344574 EDGEXMETAL Clip 
1.2–2.0mm Metal Framing

5m2 90 1 - T-15

344579 26m2 450 2 - T-15

HIDDEN DECK CLIPS
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LEVER®

Build a better deck by yourself with LEVER®, the one-turn tool that 
locks-in rows of boards and clips and straightens warped boards.

•	Speeds up grooved deck installs—locks-in rows  
	 of boards and clips before fastening

•	Strong enough to straighten any warped board

•	�Easily adjusts to wood and metal joists 35-
85mm wide for jobsite versatility

•	�Multi-directional lever locks in one turn

BOARD BENDING AND LOCKING TOOL

ITEM NO DESCRIPTION QTY

345070 LEVER BOARD BENDER 1

LEVER®
HOW TO USE
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LEVER

Use 2–4 LEVER tools across the length of the deck for the 
best clip installation experience with consistent spacing.

One LEVER is strong enough to straighten out warped 
pressure treated and hardwood boards in one turn.

ONE TOOL FOR EVERY JOB

Works on wood
and metal joists

 Straightens and locks any 
board at any angle

Adjusts to joists
35-85mm wide

ANY JOIST MATERIAL ANY JOIST WIDTH ANY BOARD TYPE

LOCKS BOARDS & CLIPS BENDS WARPED BOARDS
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1. Where are you building the deck? 
2. Does the decking board require a specific corrosivity class of the screw?
3. How big will the deck be and on which height?
4. Which space beetween the decking boards does my timber require?
5. Must the timber be pre-drilled before installed?

INLAND ENVIRONMENTS where the amount of salt and 
air pollution is low or moderate and where the deck is 
built near to the ground but not directly on the ground. P P P
FRESH WATER Decks that are installed close to lakes 
and/or fresh water require 
a screw of stainless steel. P P
NEAR THE SEA & POOL DECK Use a stainless steel A4 
screw when installing pool decks or decks close to the 
sea. CAMO SS A4 screw has corrosivity class C5. P
LARGE DECKS, FENCES, STAIRS & DECKS ON HIGH 
HEIGHTS When installing large decks or other construc-
tions with a lot of movement, we recommend A2 or A4. 
Screws of stainless steel is softer than hardened steel and 
therefor manages the movements in the construction 
better.

P P

CORROSIVE WOOD & TROPICAL WOODS  often requi-
res acid-proof stainless screws. Always make sure you 
follow the decking supplier’s recommendations. P

304
STAINLESS

STEEL

PRO
TECH

BUILD A BETTER DECK
CHOOSE THE RIGHT SCREW FOR YOUR PROJECT

It is important to choose decking screw according to where, how and with 
what timber you intend to build the deck of. CAMO screws come in 3 
different types of qualities: ProTech, Stainless Steel 304 and Stainless 
Steel 316. Here are a few tips to help you choose the correct screw for your 
project. 

Always make sure you follow the decking supplier’s recommendations.

316
STAINLESS

STEEL
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CAMOFASTENERS.EU

Kyocera Senco Europe
Pascallaan 88, 8218 NJ Lelystad
The Netherlands
+31 320 295 575
info@kyocera-senco.eu


